
GENERAL PURPOSE RELAY

Model JQX–13F–4Z JQX–10F, JTX MK2P, 3P

Appearance

Dimension(mm) 27.5 X 41 X 35 35 X 35 X 55 35.5 X 35.5 X 55. 5

Contact

Contact form 4Z, 4H, 4D 2Z, 2H, 2D, 3Z, 3H, 3D 2Z, 2H, 2D, 3Z, 3H, 3D

Rated load 10A 10A 10A

Max switching voltage 240VAC/28VDC 240VAC/28VDC 240VAC/28VDC

Contact resistance ≤100m Ω ≤100m Ω ≤100m Ω

Material

Electrical life ≥105 ≥105 ≥105

Mechanical life ≥107 ≥107 ≥107

Nominal voltage
(DC) DC6V ~ 220V DC6V ~ 220V DC6V ~ 220V

(AC) AC6V ~ 380V AC6V ~ 380V AC6V ~ 380V

Coil power DC:1.5W, AC:3.0VA DC:1.8W, AC:2.7VA DC:1.5W, AC:2.7VA

Operate time ≤15ms ≤20ms ≤20ms

Release time ≤10ms ≤15ms ≤15ms

Dielectric 
strength

Between contacts 1000VAC/1min (1mA) 1000VAC/1min (1mA) 1000VAC/1min (1mA)

Between contacts and coil 1500VAC/1min (1mA) 1500VAC/1min (1mA) 1500VAC/1min (1mA)

Insulation resistance ≥100M Ω (500VDC) ≥100M Ω (500VDC) ≥100M Ω (500VDC)

Ambient temperature –25 ~ +55°C –25 ~ +55°C –25 ~ +55°C

Install model PCB PCB PCB

Certification CE CE CE

Mounting holes(mm)


