HJQ-22F-4 Power Relay

m Features

® 4 pole configuration
® Au-clad contact available
® Conform to RoHS ELV directive

m Ordering Code

HiQ22f —4Z (PF) —1 — F — D | 12VDC

1 2 3 4 5 8 T
1. Relay Model 2. Contact Form: 4Z: Form 4C 3, P: PCB Typ, Nil: BTyp 4. 1: Bifurcated moving spring, Nil: Standard 5. F: Flange Type, Nil: Standard

6. D: With LED, Nii: Standard 7. Coil Nominal Voltage: 5, 6, 12, 24, 48, 110, 120VDC; 6, 12, 24, 48, 110, 120, 220/240VAC
m Coil Data (at 20°C)

Nominal Voltage(VDC) 5 6 12 24 48 110/120 | 220/240

Coil Resistance(Q) 28 40 160 640 2560 11000 /”

Rated Current(mA) 178.5 150 75 375 18.75 10 | _— | oow
Max Operate Voltage(VDC) 375 45 9 18 36 825 | _—

Min Release Voltage(VDC) 0.5 0.6 1.2 24 4.8 " el

Nominal Voltage(VAC) '/----"/' [ 12 24 48 110/120 | 220/240

Coil Resistance(Q) _/..—f"" 1.5 46 184 735 4550 14400 ey
Max Operate Voltage(VAC) 7| 48 96 19.2 38.4 88 176

Min Release Voltage(VAC) | _— | 1.2 24 4.8 9.6 22 44

Max Applicable Voltage 130% of nominal voltage at 70°C, 170% of nominal voltage at 23°C

Note: Coll Resistance Tolerance of +10% for 5-24VDC/6-48VAC, Coil Resistance Tolerance of +15% for 48-110VDC/110-240VAC.
m Contact Data

Contact Form 4z
Contact Material Silver Alloy
Load Resistive Load(COS®=1)

i 5A 240VAC
Contact Ratings i
Minimum Load 100mA 5VDC
Max Switching Voltage 240VAC/28VDC
Max Switching Current 5A
Max Switching Power 1200VA/140W
Contact Resistance 100mOMax at 6VDC 1A

Electrical: 100,000 Operations (at 30 Operations/minute)

ie Expeciacy Mechanical: 10,000,000 Operations (at 300 Operations/minute)

m Approved Standards

Model [ Coll Rating Safety Standard Contact Rating
1216 110VDC. .
2410 240VAC | UL/cUL o
HJQ-22F-4 24 to 240VAC
12 to 110VDC cac 5A 240VAC
120 to 240VAC 5A 28VDC
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