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2.5/3.5 SMT PHONE JACK

SWITCH INDEX

AQL

PJ208A (P.161)
  

PJ-205  
PJ-205D (P.161)   

PJ-205A (P.161)
  

PJ-205C (P.161)
  

PJ-208 (P.161)
  

PJ-208D (P.161)

PJ-209 (P.161)
  

PJ-217 (P.161)
  

PJ-218 (P.161)
  

PJ-218C (P.161)
  

PJ-220 (P.162)
  

PJ-221 (P.162)

PJ-223 (P.162)
  

PJ-224 (P.162)
  

PJ-226 (P.162)
  

PJ-227 (P.162)
  

PJ-228 (P.162)
  

PJ-229 (P.162)

PJ-234 (P.162)
  

PJ-237 (P.162)
  

PJ-238 (P.162)
  

PJ-240 (P.162)
  

PJ-242C (P.163)
  

PJ-242C1 (P.163)

PJ-243 (P.163)
  

PJ-243F (P.163)
  

PJ-244 (P.163)
  

PJ-263 (P.163)
  

PJ-305B (P.163)
  

PJ-305G (P.163)

PJ-313D (P.163)
  

PJ-313E (P.163)
  

PJ-320B (P.163)
  

PJ-320D  
PJ-320DS (P.163)   

PJ-320G (P.164)
  

PJ-321A (P.164)
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2.5/3.5 SMT PHONE JACKAQL
SWITCH INDEX

PJ-326 (P.164)
  

PJ-327A (P.164)
  

PJ-327AN (P.164)
  

PJ-327C (P.164)
  

PJ-327E (P.164)
  

PJ-327F (P.164)

PJ-328 (P.164)
  

PJ-328B (P.164)
  

PJ-365 (P.164)
  

PJ-380  
PJ-380B (P.164)   

PJ-381  
PJ-381B (P.165)   

PJ-381C (P.165)

PJ-381C1 (P.165)
  

PJ-381CN (P.165)
  

PJ-391 (P.165)
  

PJ-392 (P.165)
  

PJ-392B (P.165)
  

PJ-392D (P.165)

PJ-417 (P.165)
  

PJ-418 (P.165)
  

PJ-481 (P.165)
  

PJ-3160 (P.165)
  

PJ-3160A (P.166)
  

PJ-3160C (P.166)

PJ-3160CW (P.166)
  

PJ-3160D (P.166)
  

PJ-3160N (P.166)
  

PJ-3160W (P.166)
  

PJ-3160X (P.166)
  

PJ-3161E (P.166)

PJ-3165A (P.166)
  

PJ-3241 (P.166)
  

PJ-3246A (P.166)
  

PJ-3301E (P.166)
  

PJ-3301F (P.167)
  

PJ-3301L (P.167)
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2.5/3.5 SMT PHONE JACK

SWITCH INDEX

AQL

PJ-3311E (P.167)
  

PJ-3311R (P.167)
  

PJ-3315A (P.167)
  

PJ-3365R (P.167)
  

PJ-3901 (P.167)
  

PJ-3901A (P.167)

PJ-E66 (P.167)
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2.5/3.5 DIP PHONE JACKAQL
SWITCH INDEX

PJ-201 (P.168)
  

PJ-202  
PJ-202M (P.168)   

PJ-204  
PJ-204B (P.168)   

PJ-204A (P.168)
  

PJ-205B (P.168)
  

PJ-207 (P.168)

PJ-208B (P.168)
  

PJ-208C (P.168)
  

PJ-210  
PJ-210A (P.168)   

PJ-210B  
PJ-210C (P.168)   

PJ-210D (P.169)
  

PJ-211 (P.169)

PJ-211A (P.169)
  

PJ-212 (P.169)
  

PJ-213 (P.169)
  

PJ-216 (P.169)
  

PJ-216A (P.169)
  

PJ-218A (P.169)

PJ-230 (P.169)
  

PJ-252 (P.169)
  

PJ-301  
PJ-301M (P.169)   

PJ-301C  
PJ-301CM (P.169)   

PJ-301DM (P.170)
  

PJ-302 (P.170)

PJ-302M (P.170)
  

PJ-303  
PJ-303M (P.170)   

PJ-306 (P.170)
  

PJ-306B  
PJ-306BM (P.170)   

PJ-306E (P.170)
  

PJ-306EM (P.170)

PJ-306F (P.170)
  

PJ-306G (P.170)
  

PJ-306M (P.170)
  

PJ-307A  
PJ-307D (P.170)   

PJ-307B (P.170)
  

PJ-307E (P.170)
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2.5/3.5 DIP PHONE JACK

SWITCH INDEX

AQL

PJ-307 (P.171)
  

PJ-307G (P.171)
  

PJ-307K (P.171)
  

PJ-311 (P.171)
  

PJ-313 (P.171)
  

PJ-313B (P.171)

PJ-313C (P.171)
  

PJ-314 (P.171)
  

PJ-315A (P.171)
  

PJ-316 (P.171)
  

PJ-317 (P.171)
  

PJ-317A (P.171)

PJ-317B (P.172)
  

PJ-317G (P.172)
  

PJ-318 (P.172)
  

PJ-319 (P.172)
  

PJ-319A (P.172)
  

PJ-320  
PJ-320F (P.172)

PJ-320A  
PJ-320AS (P.172)   

PJ-320E (P.172)
  

PJ-321 (P.172)
  

PJ-322 (P.172)
  

PJ-323  
PJ-323M (P.172)   

PJ-324  
PJ-324M (P.172)

PJ-325 (P.173)
  

PJ-325C (P.173)
  

PJ-325M (P.173)
  

PJ-327 (P.173)
  

PJ-328A (P.173)
  

PJ-328C (P.173)

PJ-333  
PJ-333M (P.173)   

PJ-334A (P.173)
  

PJ-335 (P.173)
  

PJ-340D (P.173)
  

PJ-340S (P.173)
  

PJ-341 (P.173)
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2.5/3.5 DIP PHONE JACKAQL
SWITCH INDEX

PJ-342 (P.173)
  

PJ-343  
PJ-353 (P.174)   

PJ-343A  
PJ-353A (P.174)   

PJ-343B  
PJ-353B (P.174)   

PJ-352A (P.174)
  

PJ-355 (P.174)

PJ-358 (P.174)
  

PJ-359 (P.174)
  

PJ-362 (P.174)
  

PJ-362A (P.174)
  

PJ-366 (P.174)
  

PJ-372 (P.174)

PJ-375C (P.174)
  

PJ-378  
PJ-378A (P.175)   

PJ-378E (P.175)
  

PJ-381A (P.175)
  

PJ-384 (P.175)
  

PJ-392C (P.175)

PJ-395 (P.175)
  

PJ-30120 (P.175)
  

PJ-30130 (P.175)
  

PJ-601  
PJ-601A (P.175)   

PJ-602A (P.175)
  

PJ-603A (P.175)

PJ-605A (P.175)
  

PJ-609 (P.176)
  

PJ-609A (P.176)
  

PJ-609B (P.176)
  

PJ-609D (P.176)
  

PJ-610 (P.176)

PJ-611 (P.176)
  

PJ-612 (P.176)
  

PJ-625AK (P.176)
  

PJ-625FK (P.176)
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2.5/3.5 SMT PHONE JACK AQL
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2.5/3.5 SMT PHONE JACKAQL
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2.5/3.5 SMT PHONE JACK AQL
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2.5/3.5 SMT PHONE JACKAQL
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2.5/3.5 SMT PHONE JACK AQL
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2.5/3.5 SMT PHONE JACKAQL



167

2.5/3.5 SMT PHONE JACK AQL
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2.5/3.5 DIP PHONE JACKAQL
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2.5/3.5 DIP PHONE JACK AQL
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2.5/3.5 DIP PHONE JACKAQL
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2.5/3.5 DIP PHONE JACK AQL



172

2.5/3.5 DIP PHONE JACKAQL
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2.5/3.5 DIP PHONE JACK AQL
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2.5/3.5 DIP PHONE JACKAQL
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2.5/3.5 DIP PHONE JACK AQL
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2.5/3.5 DIP PHONE JACKAQL




