RFI/ EMI

FILTERS

Chassis Mounting

EP-XX-AP-F EP-692-X-F
EF-1BXXXB01A-C02 EF-1BXXXB03A-C02
B6A/10A/15A, 250 or 2A/6A 250 or
300 VAC, 50Hz, CE, CSA 300 VAC, 50Hz, CE, CSA

EP-660-X-F EP-42-X-F
EF-1BXXXB20A-C02 EF-1BXXXB01A-CO1
Double Stage1A/3A/6A/ 1A/ BA/6A/10A, 250
10A/15A/20A, 250 or or 300 VAC, 50Hz, CE, CSA
300 VAC, 50Hz, CE, CSA
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EP-422-X-F EP-612-50-F =
EF-1BXXXC01A-C03 EF-1B050D20A-C10 &
1A/ 3A/BA, 250 or Single phase with screw
300 VAC, 50Hz, terminals, 50A,
CE, CSA 250 VAC max, 50Hz  2g .

CE, CSA
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EP-612-100-F
EF-1B100D20A-C11

Single phase with

Screw terminals, 100A,

250 VAC max, 50Hz, CE, CSA

Panel Mounting

EP-612-XX-F
EF-1BXXXD20A-C09

Screw terminals, 20A/
30A/40A, 250 VAC
max, 50Hz, CE, CSA

EP-361-X-F EP-382-X-F
EF-1BXXXB01A-B07 EF-1BXXXCO01A-B04
Mains inlet, Mains inlet with illuminated

1A/3A/6A/10A, 250 or
300VAC, 50Hz, CE, CSA

rocker switch, 1A/3A/BA,
250 or 300 VAC, 50Hz,
CE, CSA

EP-322-X-F EP-372-XF1-F
EF-1BXXXB01A-B03 EF-1BXXXB01A-B05
Mains inlet, Mains inlet with rocker

1A/3A/BA/10A, 250 or
300 VAC, 50Hz, CE, CSA

switch, 1A/3A/BA,
250 VAC, 50Hz, CE, CSA

EP-392-X-F
EF-1BXXXB03A-B03
Mains inlet, 2A/6A

250 or 300 VAC, 50Hz,
CE, C5A
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PCB Mounting ELCOM
EP-440-1.4-F EP-403-X-F
EF-1B002A01A-A04 EF-1BXXXA01A-A02
1.4A, 250 VAC, 1A/3A, 250 or
50Hz, CE, CSA 300 VAC, 50Hz, CE, CSA

EP-402-X-F
EF-1BXXXA01A-A01

1A/3A/B6A0A, 250
or 300 VAC, 50Hz, CE, CSA

EP-405-X-F
EF-1BXXXA01A-A03

1A/3A/BA, 250 or
300 VAC, 50Hz, CE, CSA
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EP-440-2-F
EF-3P002A01A-A04

3 phase 4 wire 2A, 250 (P-N)/440 (P-P)
VAC max, 50Hz, CE, CSA

! 3 Phase 4 Wire
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EP-355-150-F EP-355-100-F
EF-3P150D01A-C76 EF-3P100D01A-C76

1504, 250 (P-N)/440 100A/120A, 250
(P-P) VAC max, 50Hz, (P-N)/440 (P-P) VAC
CE, CSA max, 50Hz, CE, CSA 31
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EP-355-60-F EP-355-50-F EP-355-XX-WON-F EP-355-60-WON-F
EF-3P060D01A-C74 EF-3P050D01A-C74 EF-3AXXXD01A-C35 EF-3A060D01A-C37
B0A, 250 (P-N)/ 440 (P-P) 504, 250 (P-N)/440 (P-P) [ 3A/BA/10A/15A/20A/ B0A, 440 (P-P) VAC
VAC max, 50Hz, CE, CSA VAC max, 50Hz, CE, CSA 30A/40A, 440 (P-P) VAC max, 50Hz, CE, CSA

max, 50Hz, CE, CSA

EP-355-XXX-WON-F-CE

EP-355-XX-F EP-355-XX-B-F EF-3AXXXD01C-C40

EF-3P-XXXDO1A-C71 EF-3PXXXE01A-C71 AR, A0 TR A
3A/6A/10A/15A/20A/ Busbar Series, 20A/30A/ max, 50Hz, leakage
30A/40A, 250 (P-N)/440 40A, 250 (P-N)/440 (P-P) current < 3.5mA, CE, CSA

(P-P) VAC max, 50Hz, CE, CSA VAC Max, 50Hz, CE, CSA

Appliance Filter Output Filter

EP-355-XXX-F EP-355-XXX-F : L

EF-3PXXXDO01A-C80 EF-3PXXXD01A-C78 EP-719-16-F EP-1001-19-G-11
300A/325A/350A/400A, 180A/200A/250A, EF-1B016B01G-B09 EF-5A012F01A-C91
250 (P-N)/440 (P-P) VAC 250 (P-N)/440 (P-P) VAC 16A, 250 VAC, 50Hz, Output filter, 3x440 VAC
max, 50Hz, CE, CSA max, 50Hz, CE, CSA

Application-washing machine

. CE, CSA
3 Phase 3 Wire {
Filter with Power Cord
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"i- EP-355-150-WON-F EP-355-XXX-WON-F EP-408-5MC-X o
& EF-3A150D01A-C3 EF-3AXXXD01A-C41 EF-1B005J65A-D01 &

1504, 440 (P-P) VAC, 180A/200A/250A, 440 5A, 250 VAC, 50Hz
. 30 max 50Hz, CE, CSA (P-P) VAC max, 50Hz, CE, CSA with inbuilt surge suppressor,
over moulded (poth sided) 33 |

design with std length 1.5 Mtrs



