


Kendeil series Snap-in capacitors also available.

KI91
085 C 15000H

Long life Low ESR

Ki92
0105 C 5000H

Low ESR
High Temperature

KI08
085 C 6000H

Professional
Long Life

KI02
0105 C 5000H

Professional
High Temperature

085 C 2000H
Compact

KI01
085 C 15000H

Professional
Long Life
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070 C Strobe and
charge/discharge
application
Long Life
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SPQ Details ( Cap weight table)

35x51  E051 80  60  36 X 25 X 6 
35x60   E060 70  60  36 X 25 X 8 
35x79  E079 110  60  36 X 25 X 8 
51x60  G060 110  42  38.5 X 38.5 X 14 
51x79  G079 200  42  38.5 X 38.5 X 14 
51x96  G096 252  42  38.5 X 38.5 X 14 
51x105  G105 260  42  38.5 X 38.5 X 14 
51x115  G115 270  42  38.5 X 38.5 X 20 
51x130  G130 352  42  38.5 X 38.5 X 20 
51x143  G143 370  42  38.5 X 38.5 X 20 
63x60  H060 240  25  38.5 X 38.5 X 14 
63x79  H079 280  25  38.5 X 38.5 X 14 
63x96  H096 366  25  38.5 X 38.5 X 14 
63x105  H105 420  25  38.5 X 38.5 X 14 
63x115  H115 488  25  38.5 X 38.5 X 20 
63x130  H130 527  25  38.5 X 38.5 X 20 
63x143  H143 540  25  38.5 X 38.5 X 20 
76x79  J079 450  16  38.5 X 38.5 X 14 
76x105  J105 600  16  38.5 X 38.5 X 20 
76x115  J115 616  16  38.5 X 38.5 X 20 
76x130  J130 720  16  38.5 X 38.5 X 20 
76x143  J143 940  16  38.5 X 38.5 X 20 
76x214  J214 1540 8  37 X 26 X 26 
90x145  L145 1250 6  37 X 26 X 26 
90x220  L220 1790 6  37 X 26 X 26 
90x240  L240 1880 6  37 X 26 X 26  
     
22x25  B025 15  160  36 X 25 X 6 
22x30  B030 19  160  36 X 25 X 6 
22x40  B040 24  160  36 X 25 X 6 
25x25  C025 16  126  36 X 25 X 6 
25x30  C030 21  126  36 X 25 X 6 
25x40  C040 30  126  36 X 25 X 6 
25x50  C050 38  126  36 X 25 X 6 
30x25  D025 24  88  36 X 25 X 6 
30x30  D030 27  88  36 X 25 X 6 
30x40  D040 38  88  36 X 25 X 6 
30x50  D050 55  88  36 X 25 X 6 
35x25  E025 42  60  36 X 25 X 6 
35x30  E030 45  60  36 X 25 X 6 
35x35  E035 50  60  36 X 25 X 6 
35x40  E040 62  60  36 X 25 X 6 
35x50  E050 78  60  36 X 25 X 6 
35x60  E060 88  60  36 X 25 X 8 
40x50  F050 98  48  36 X 25 X 6 
40x60  F060 117  48  36 X 25 X 8 
40x77  F077 138  48  36 X 25 X 8 
40x97  F097 181  49  38.5 X 38.5 X 14 
45x77  N077 200  49  38.5 X 38.5 X 14 
45x97  N097 240  49  38.5 X 38.5 X 14 
45x105  N105 260  49  38.5 X 38.5 X 14 
50x60  V060   97  42  38.5 X 38.5 X 14 
50x77  V077 180  42  38.5 X 38.5 X 14 
50x105  V105 240  42  38.5 X 38.5 X 14   

SIZE 
Dia X L(mm)      CODE 

APPROX UNIT
WEIGHT Grams    

QTY PER BOX
Pcs   

BOX DIMENSIONS  
cm Type
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IKEN Series KI01 TYPE -40°C +85°C  15000 H

• Surge-proof  capacitor  in  aluminium  can  with  insulation  sleeve.
• Poles  brought  out  to  heavy  duty  screw  terminals.
•     To be  mounted  with  ring  clips  or  with  threaded  stud.

• 

    Very high  CV  for  unit  volume  with  low  ESR.
• High  ripple  current
 Excellent electrical data in small dimensions case size.

• 

Diagram of dimensions (unit=mm)

Stud style

Screw

L + 2 mmS

L + 2 mm1

Ø
D

 +
 1

 m
m

M

H

Safety Vent

“+” Sign

+

P

Ød

Ø d1
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Screw Terminal Capacitors
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(Vn, Temp rated, I   ripple Current applied)



Standard Capacitor values and dimensions 
*Other Voltages avaialble on request

ALUMINIUM ELECTROLYTIC CAPACITORS
KI01 Series with Screw Terminal

Rated
Voltage*

Surge Voltage
Capacitance 

Nominal(MFD)
Impedance TYP at 10 

0
KHz, 20 C(milli Ohms)

Ripple current Max 
at 100 Hz85°C(Amps) Can Size D x L mm

ESR TYP at 100 Hz,
20°C(milli Ohms)

Max TAN D at
100 Hz, 20°C

50 57 4,700 0.20 33.0 30.0 5.6 35x60
  6,800 0.20 25.0 24.0 7.0 35x60
  10,000 0.20 21.0 20.0 10.0 35x60
  15,000 0.25 17.0 15.0 11.3 35x79
  22,000 0.30 16.0 13.0 13.1 51x79
  33,000 0.35 15.0 13.0 16.0 51x105
  33,000 0.35 15.0 13.0 17.5 63x105
  47,000 0.40 12.0 10.0 16.2 51x105
  47,000 0.40 12.0 10.0 18.3 63x105
  68,000 0.60 12.0 9.0 18.0 63x105
  68,000 0.60 12.0 9.0 22.1 76x105
  1,00,000 0.90 8.0 8.0 23.8 76x105
  1,00,000 0.90 8.0 8.0 25.8 76x143
  1,50,000 1.00 6.0 6.0 31.5 76x143
63 72 4,700 0.15 29.0 25.0 6.2 35x60
  6,800 0.18 21.0 20.0 7.0 35x60
  6,800 0.18 21.0 20.0 8.2 35x79
  10,000 0.20 21.0 20.0 8.7 35x79
  10,000 0.20 18.0 16.0 10.1 51x79
  15,000 0.25 15.0 13.0 11.1 51x79
  22,000 0.30 13.0 11.0 12.4 51x79
  22,000 0.30 13.0 11.0 14.6 51x105
  33,000 0.35 11.0 10.0 15.6 51x105
  33,000 0.35 11.0 10.0 17.9 63x105
  47,000 0.45 10.0 9.0 15.8 51x105
  47,000 0.45 11.0 10.0 18.8 63x105
  68,000 0.50 11.0 10.0 25.7 76x105
  1,00,000 0.55 8.0 8.0 31.5 76x105
  1,00,000 0.55 8.0 8.0 34.5 76x143
  1,50,000 0.60 6.0 6.0 36.1 76x143
75 86 4,700 0.15 29.0 25.0 5.4 35x60
  6,800 0.18 20.0 20.0 8.5 35x79
  10,000 0.20 18.0 16.0 11.0 51x79
  15,000 0.25 15.0 13.0 12.7 51x105
  22,000 0.30 12.0 11.0 15.2 51x105
  22,000 0.30 12.0 11.0 16.2 63x105
  33,000 0.35 11.0 10.0 16.8 63x105
  33,000 0.35 11.0 10.0 18.5 76x105
  47,000 0.45 10.0 10.0 20.1 76x105
  47,000 0.45 10.0 10.0 22.1 76x143
  68,000 0.60 10.0 10.0 26.0 76x143
  1,00,000 0.60 8.0 8.0 34.9 76x143
100 115 1,500 0.15 84.0 65.0 4.0 35x60
  2,200 0.15 57.0 47.0 5.0 35x60
  3,300 0.15 48.0 39.0 5.3 35x60
  3,300 0.15 48.0 39.0 6.8 35x79
  4,700 0.15 30.0 26.0 7.5 35x79
  4,700 0.15 30.0 26.0 10.0 51x79
  6,800 0.20 23.0 20.0 11.1 51x79
  10,000 0.20 16.0 14.0 11.9 51x79
  10,000 0.20 16.0 14.0 13.9 51x105
  10,000 0.20 16.0 14.0 14.5 63x105
  15,000 0.25 13.0 12.0 14.8 51x105
  15,000 0.25 13.0 12.0 17.5 63x105
  22,000 0.25 12.0 12.0 18.2 63x105
  33,000 0.25 10.0 10.0 23.1 76x105
  47,000 0.30 10.0 9.0 30.2 76x143
  68,000 0.30 8.0 8.0 36.5 76x143
  68,000 0.40 6.0 5.0 39.5 76x214
160 184 1,000 0.10 98.0 90.0 4.0 35x79
  1,500 0.10 62.0 71.0 5.3 51x79
  2,200 0.10 50.0 43.0 7.0 51x79
  3,300 0.12 35.0 30.0 8.6 51x105
  4,700 0.12 25.0 25.0 10.9 51x105
  4,700 0.12 25.0 25.0 11.9 63x105
  6,800 0.12 21.0 22.0 11.4 51x105
  6,800 0.12 20.0 22.0 13.0 63x105
  10,000 0.15 13.0 12.0 17.4 76x105
  10,000 0.15 13.0 12.0 19.4 76x143
  15,000 0.15 11.0 10.0 20.9 76x143
  22,000 0.20 10.0 10.0 26.4 76x143
  33,000 0.20 8.0 8.0 34.1 76x214
200 230 680 0.10 124.0 119.0 3.4 35x60
  1,000 0.10 86.0 88.0 3.5 35x79
  1,500 0.10 60.0 63.0 5.8 51x79
  2,200 0.10 40.0 37.0 7.2 51x105
  3,300 0.12 32.0 30.0 9.0 51x105
  3,300 0.12 31.0 29.0 10.2 63x105
  4,700 0.12 28.0 26.0 10.4 51x105
  4,700 0.12 27.0 25.0 11.1 63x105
  5,600 0.12 21.0 18.0 12.1 63x105
  6,800 0.12 20.0 16.0 13.9 63x105
  6,800 0.12 19.0 15.0 14.3 76x105
  8,200 0.12 16.0 14.0 14.8 76x105
  10,000 0.15 13.0 12.0 15.8 76x105
  10,000 0.15 13.0 12.0 18.6 76x143
  15,000 0.18 12.0 12.0 21.4 76x143
  22,000 0.18 9.0 9.0 28.9 76x143
  33,000 0.22 8.0 8.0 36.1 76x214
250 287 470 0.10 211.0 200.0 2.8 35x60
  680 0.10 127.0 121.0 3.5 35x79
  1,000 0.10 86.0 88.0 4.1 35x79
  1,500 0.10 64.0 56.0 5.0 51x79
  2,200 0.10 40.0 36.0 7.5 51x105
  3,300 0.12 31.0 26.0 9.8 51x105
  3,300 0.12 30.0 25.0 11.0 63x105
  4,700 0.12 24.0 21.0 11.8 63x105
  4,700 0.12 24.0 21.0 11.8 63x120
  4,700 0.12 20.0 18.0 13.2 76x105
  5,600 0.12 17.0 16.0 13.8 76x105
  6,800 0.12 15.0 13.0 14.1 76x105
  8,200 0.12 14.0 13.0 16.0 76x143
  10,000 0.13 13.0 12.0 19.7 76x143
  15,000 0.13 11.0 11.0 21.9 76x143
  22,000 0.14 10.0 9.0 34.2 76x214
350 385 470 0.10 170.0 136.0 3.3 35x60
  680 0.10 108.0 95.0 4.0 35x79
  1,000 0.10 79.0 62.0 5.0 51x79
  1,000 0.10 79.0 62.0 5.5 51x105
  1,500 0.10 60.0 52.0 7.4 51x105
  2,200 0.10 44.0 40.0 9.0 51x105
  2,200 0.10 37.0 34.0 9.5 63x105
  3,300 0.12 26.0 22.0 10.1 63x105
  3,300 0.12 26.0 22.0 12.8 76x105
  4,700 0.12 17.0 16.0 14.5 76x105
  4,700 0.12 17.0 16.0 17.5 76x143
  5,600 0.12 17.0 16.0 18.5 76x143
  6,800 0.12 16.0 15.0 19.2 76x143
  8,200 0.12 16.0 15.0 20.7 76x143
  10,000 0.12 15.0 15.0 23.0 76x143
  10,000 0.14 15.0 14.0 26.6 76x214
  15,000 0.15 14.0 14.0 31.7 76x214
  22,000 0.20 13.0 13.0 35.4 90x220
400 440 220 0.10 350.0 288.0 2.1 35x60
  330 0.10 290.0 273.0 2.8 35x60
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Standard Capacitor values and dimensions 
*Other Voltages avaialble on request

ALUMINIUM ELECTROLYTIC CAPACITORS
KI01 Series with Screw Terminal

Rated
Voltage*

Surge Voltage
Capacitance 

Nominal(MFD)
Impedance TYP at 10 

0KHz, 20 C(milli Ohms)
Ripple current Max 

at 100 Hz85°C(Amps) Can Size D x L mm
ESR TYP at 100 Hz,
20°C(milli Ohms)

Max TAN D at
100 Hz, 20°C

  470 0.10 160.0 149.0 3.0 35x60
  470 0.10 165.0 155.0 3.5 35x79
  680 0.10 120.0 115.0 4.7 51x79
  680 0.10 124.0 120.0 5.1 51x105
  1,000 0.10 105.0 95.0 5.8 51x79
  1,000 0.10 110.0 85.0 6.3 51x105
  1,500 0.10 65.0 55.0 7.0 51x105
  1,500 0.10 65.0 55.0 7.9 63x105
  2,200 0.10 50.0 47.0 8.3 51x105
  2,200 0.10 50.0 47.0 9.0 63x105
  2,200 0.10 50.0 47.0 10.7 76x105
  3,300 0.12 35.0 30.0 11.0 63x105
  3,300 0.12 35.0 30.0 13.1 76x105
  3,300 0.12 35.0 30.0 14.2 76x143
  4,700 0.15 30.0 29.0 14.9 76x105
  4,700 0.15 30.0 29.0 16.8 76x143
  5,600 0.15 26.0 25.0 19.0 76x143
  6,800 0.15 20.0 18.0 19.5 76x143
  8,200 0.15 22.0 20.0 19.0 76x143
  10,000 0.15 22.0 20.0 19.0 76x143
  10,000 0.15 20.0 19.0 26.0 76x214
  15,000 0.20 15.0 12.0 33.5 90x220
  19,000 0.25 11.0 11.0 36.0 90x220
450 495 220 0.10 360.0 300.0 2.0 35x60
  330 0.10 240.0 210.0 2.8 35x60
  470 0.10 200.0 179.0 4.0 51x79
  680 0.10 140.0 128.0 4.4 51x79
  680 0.10 140.0 128.0 5.0 51x105
  1,000 0.10 100.0 88.0 4.8 51x79
  1,000 0.10 100.0 88.0 6.4 51x105
  1,500 0.10 67.0 55.0 7.1 51x105
  1,500 0.10 67.0 55.0 8.0 63x105
  2,200 0.10 60.0 55.0 9.0 63x105
  2,200 0.10 60.0 47.0 11.2 76x105
  2,200 0.10 60.0 47.0 12.5 76x143
  3,300 0.12 35.0 30.0 11.2 76x105
  3,300 0.12 35.0 30.0 12.9 76x143
  4,700 0.15 32.0 30.0 15.0 76x143
  5,600 0.15 26.0 25.0 19.0 76x143
  6,800 0.15 23.0 22.0 19.0 76x143
  8,200 0.15 22.0 20.0 19.0 76x143
  10,000 0.20 22.0 20.0 19.0 76x143
  10,000 0.20 20.0 19.0 23.1 76x214
  12,000 0.20 15.0 12.0 29.8 76x214
  15,000 0.20 14.0 12.0 32.6 90x220
500 525 1,000 0.15 125.0 114.0 4.0 51x105
  1,500 0.15 100.0 91.0 5.2 63x105
  2,200 0.15 70.0 66.0 7.4 76x105
  2,200 0.15 70.0 66.0 8.2 76x143
  3,300 0.15 55.0 53.0 10.3 76x143
  4,700 0.15 35.0 32.0 11.6 76x143
  5,600 0.15 26.0 22.0 19.8 76x214
  6,800 0.15 24.0 22.0 20.2 76x214
  10,000 0.25 20.0 15.0 24.3 90x220
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•  Surge-proof  capacitor  in  aluminium  can  with  insulation  sleeve.
•  Poles  brought  out  to  heavy  duty  screw  terminals.
• To be  mounted  with  ring  clips  or  with  threaded  stud
•   Very high  CV  for  unit  volume  with  low  ESR  and  impedance.
•  High  ripple  current  capability.  Extended  temperature  range.
•  High  level  reliability  with  outstanding  high  frequency  characteristics.
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Diagram of dimensions (unit=mm)
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ALUMINIUM ELECTROLYTIC CAPACITORS
KI02 Series with Screw Terminal

Standard Capacitor values and dimensions *Other Voltages avaialble on request

Rated
Voltage*

Surge Voltage
Capacitance 

Nominal(MFD)
Impedance TYP at 10 

0
KHz, 20 C(milli Ohms)

Ripple current Max 
at 100 Hz105°C(Amps) Can Size D x L mm

ESR TYP at 100 Hz,
20°C(milli Ohms)

Max TAN D at
100 Hz, 20°C

63 72 2,200 0.15 72.0 60.0 2.5 35x60
  3,300 0.15 48.0 39.0 3.5 35x60
  4,700 0.15 33.0 28.0 4.2 35x60
  6,800 0.18 18.0 13.0 6.3 35x79
  10,000 0.20 15.0 11.0 8.2 51x79
  15,000 0.25 15.0 13.0 8.9 51x79
  15,000 0.25 13.0 10.0 8.9 51x105
  22,000 0.30 11.0 10.0 11.8 51x105
  22,000 0.30 11.0 10.0 13.5 63x105
  33,000 0.35 11.0 10.0 14.8 63x105
  33,000 0.35 11.0 8.0 16.6 76x105
  47,000 0.45 9.0 8.0 17.7 76x105
  47,000 0.45 9.0 8.0 19.0 76x143
  68,000 0.45 8.0 8.0 20.1 76x105
  68,000 0.70 8.0 8.0 22.8 76x143
  1,00,000 0.70 8.0 8.0 24.1 76x143
100 115 1,000 0.15 110.0 100.0 2.9 35x60
  1,500 0.15 80.0 73.0 3.2 35x60
  2,200 0.15 59.0 53.0 4.4 35x60
  3,300 0.15 33.0 31.0 5.8 35x79
  4,700 0.15 25.0 22.0 7.2 51x79
  6,800 0.15 19.0 17.0 8.9 51x79
  6,800 0.15 19.0 17.0 8.9 51x105
  10,000 0.15 17.0 15.0 11.0 51x105
  10,000 0.15 17.0 15.0 12.5 63x105
  15,000 0.15 12.0 12.0 15.1 63x105
  22,000 0.18 10.0 9.0 16.5 76x105
  33,000 0.22 8.0 8.0 20.9 76x143
160 184 1,000 0.11 105.0 90.0 3.3 35x79
  1,500 0.11 65.0 60.0 4.1 51x79
  2,200 0.11 46.0 43.0 4.8 51x105
  3,300 0.11 32.0 30.0 6.8 63x105
  4,700 0.11 27.0 25.0 8.5 63x105
  6,800 0.13 23.0 20.0 11.3 76x105
  10,000 0.14 22.0 20.0 14.2 76x105
  10,000 0.15 17.0 16.0 14.9 76x143
  15,000 0.20 16.0 12.0 17.2 76x143
  22,000 0.20 11.0 10.0 19.0 76x214
200 230 680 0.11 133.0 98.0 2.5 35x60
  1,000 0.11 85.0 64.0 4.6 51x79
  1,500 0.11 65.0 58.0 5.1 51x105
  2,200 0.11 60.0 53.0 6.1 51x105
  3,300 0.11 40.0 35.0 7.9 63x105
  4,700 0.11 25.0 23.0 8.7 63x105
  5,600 0.11 22.0 20.0 9.8 63x105
  6,800 0.11 18.0 16.0 11.8 76x105
  8,200 0.11 17.0 15.0 12.8 76x105
  10,000 0.13 15.0 13.0 14.5 76x105
  10,000 0.15 13.0 12.0 16.0 76x143
  15,000 0.20 12.0 11.0 17.3 76x143
  22,000 0.20 11.0 10.0 18.9 76x214
250 287 470 0.11 211.0 193.0 2.0 35x60
  680 0.11 130.0 98.0 2.2 35x79
  1,000 0.11 110.0 85.0 4.1 51x79
  1,500 0.11 74.0 65.0 5.4 51x105
  2,200 0.11 41.0 39.0 6.8 51x105
  3,300 0.11 30.0 26.0 8.2 63x105
  4,700 0.11 18.0 17.0 11.9 76x105
  5,600 0.11 17.0 16.0 13.2 76x105
  6,800 0.15 15.0 14.0 14.3 76x143
  8,200 0.15 14.0 14.0 15.2 76x143
  10,000 0.20 14.0 13.0 16.0 76x143
  15,000 0.20 12.0 10.0 17.4 76x214
350 385 330 0.11 255.0 196.0 1.8 35x60
  470 0.11 170.0 141.0 2.1 35x79
  680 0.11 128.0 96.0 3.8 51x79
  1,000 0.11 85.0 68.0 5.0 51x105
  1,500 0.11 59.0 52.0 6.4 63x105
  2,200 0.11 44.0 40.0 8.1 76x105
  3,300 0.11 26.0 23.0 10.2 76x105
  4,700 0.11 18.0 16.0 13.5 76x143
  5,600 0.12 18.0 17.0 14.3 76x143
  6,800 0.15 16.0 15.0 15.1 76x143
  8,200 0.15 16.0 15.0 17.8 76x143
  10,000 0.20 15.0 14.0 19.9 76x214
400 440 220 0.11 350.0 280.0 1.4 35x60
  330 0.11 250.0 210.0 2.2 35x60
  470 0.11 170.0 150.0 2.8 51x79
  680 0.11 110.0 100.0 3.2 51x79
  1,000 0.11 95.0 82.0 4.1 51x105
  1,500 0.11 64.0 53.0 5.8 63x105
  2,200 0.11 45.0 53.0 6.0 63x105
  2,200 0.11 45.0 39.0 7.3 76x105
  3,300 0.11 28.0 25.0 11.1 76x143
  4,700 0.11 24.0 23.0 12.8 76x143
  5,600 0.12 21.0 17.0 12.9 76x143
  6,800 0.15 19.0 15.0 15.5 76x214
  8,200 0.15 18.0 16.0 18.0 76x214
  10,000 0.20 16.0 14.0 22.5 90x220
450 495 100 0.11 800.0 650.0 1.2 35x60
  150 0.11 550.0 490.0 1.6 35x60
  220 0.11 370.0 310.0 1.8 35x60
  330 0.11 240.0 210.0 2.4 35x79
  470 0.11 200.0 179.0 3.0 51x79
  680 0.11 140.0 128.0 4.2 51x105
  1,000 0.11 100.0 88.0 4.4 51x105
  1,000 0.11 100.0 88.0 5.3 63x105
  1,500 0.11 63.0 57.0 5.7 63x105
  1,500 0.11 63.0 57.0 6.6 76x105
  2,200 0.11 60.0 47.0 8.8 76x143
  3,300 0.15 35.0 30.0 10.4 76x143
  4,700 0.15 28.0 25.0 10.9 76x143
  4,700 0.15 28.0 25.0 12.8 76x214
  5,600 0.15 21.0 17.0 11.2 76x143
  6,800 0.15 21.0 16.0 15.5 76x214
  8,200 0.15 18.0 16.0 19.2 76x214
  10,000 0.20 16.0 14.0 22.5 90x220
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•  Surge-proof  capacitor  in  aluminium  can  with  insulation  sleeve.
•  Heavy  charge / discharge  duty.
•   To be  mounted  with  ring  clips  or  with  threaded  stud.
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ALUMINIUM ELECTROLYTIC CAPACITORS
KI03 Series with Screw Terminal

Standard Capacitor values and dimensions 
Rated

Voltage
Surge Voltage Capacitance

Nominal(MFD)
Max TAN D at 
100 Hz, 20°C

Can Size 
D x L mm

400 420 680 0.10 51x105
  820 0.10 51x105
  1000 0.10 63x105
  1200 0.10 63x105
  1500 0.10 76x105
  2200 0.10 76x143
  3300 0.10 90x145
450 472 680 0.10 51x105
  820 0.10 63x105
  1000 0.10 63x105
  1200 0.10 63x105
  1500 0.10 76x105
  2200 0.10 76x143
  3300 0.10 90x145
475 498 560 0.15 51x105
  680 0.15 51x105
  820 0.15 51x105
  1000 0.15 63x105
  1000 0.15 76x105
  1000 0.15 76x143
  1500 0.15 76x143
  2200 0.15 90x145
500 525 560 0.15 51x105
  680 0.15 63x105
  820 0.15 63x105
  1000 0.15 63x105
  1000 0.15 63x143
  1500 0.15 76x143
  2200 0.15 90x145
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•  Surge-proof  capacitor  in  aluminium  can  with  in sulation  sleeve
•  To be  mounted  with  ring  clips  or  with  threaded  stud
•  Case  size  optimized 

Applications
Industrial Market, UPS, Frequency Converters

Diagram of dimensions (unit=mm)

Screw

L + 2 mmS

L  + 2 mm1

ØD
 +

 1
 m

m

M

H

Safety Vent
“+” Sign

+

P

Ød

Ød1

ØD  d  d1 P  M  H  Insert Screw L1 - L(-1+3) S(-1+1) 

35  11  7.9 12.7  M 8  12  M5 5MA x 9.5 2.5 5
51  18.5  13 22.7  M 12  16  M5  5MA x 9.5 2.5 5
51  18.5  13 22.7  M 12  16  M5 Long 5MA x 9.5* 4.5 7
63  18.5  13 28.6  M 12  16  M5  5MA x 9.5 2.5 5
63  18.5  13 28.6  M 12  16  M5 Long  5MA x 9.5* 4.5 7
76  18.5  13 31.8  M 12  16  M5 5MA x 9.5 2.5 5
76  18.5  13 31.8  M 12  16  M5 Long 5MA x 9.5* 4.5 7
76  23.2  17.7 31.8  M 12  16  M6 6MA x 10 4.5 7
90  23.2  17.7 31.8  M 12  16  M6 6MA x 10 4.5 7

Note for M5 Long: (*) also available as 5MA x 12
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ALUMINIUM ELECTROLYTIC CAPACITORS
KI07 Series with Screw Terminal

Standard Capacitor values and dimensions 
Rated

Voltage*
Surge Voltage

Capacitance 
Nominal(MFD)

Ripple current Max at
120 Hz 40°C(Amps)

Ripple current Max at
120 Hz 85°C(Amps) Can Size D x L mm

ESR TYP at 120 Hz,
20°C(milli Ohms)

Max TAN D at
120 Hz, 20°C

160 184 6800 0.15 21.0 23.40 10.90 51x96
  6800 0.15 21.0 23.44 10.90 51x105
  8200 0.15 18.0 27.50 12.80 51x105
  10000 0.15 13.0 29.00 13.50 51x115
  10000 0.15 13.0 26.60 12.40 63x96
  12000 0.15 13.0 34.10 15.80 51x130
  15000 0.15 13.0 31.30 14.60 63x105
  15000 0.15 13.0 32.40 15.10 63x115
  18000 0.15 12.0 38.10 17.70 63x130
  22000 0.20 10.0 48.10 22.40 63X143
  22000 0.20 10.0 48.10 22.40 76x105
  22000 0.20 10.0 49.70 23.10 76x115
  27000 0.20 10.0 54.40 25.30 76x130
  33000 0.20 8.0 65.70 30.60 76x143
  47000 0.25 7.0 81.50 37.60 76x214
  47000 0.25 7.0 81.50 37.60 76x220
200 230 4700 0.15 27.0 22.36 10.40 51x105
  4700 0.15 27.0 23.87 11.10 63x105
  5600 0.15 27.0 23.00 10.70 51x96
  6800 0.15 22.0 27.00 12.60 51x105
  6800 0.15 22.0 26.40 12.30 63x96
  8200 0.15 18.0 28.50 13.20 51x115
  10000 0.15 13.0 33.40 15.50 51x130
  10000 0.15 13.0 31.30 14.60 63x105
  12000 0.15 13.0 31.90 14.80 63x115
  14000 0.15 12.0 37.60 17.50 63x130
  15000 0.15 12.0 40.40 18.80 63X143
  15000 0.15 12.0 40.40 18.80 76x105
  18000 0.15 12.0 44.50 20.70 76x115
  22000 0.18 10.0 50.00 23.40 76x130
  27000 0.18 9.0 64.60 30.00 76x143
  33000 0.22 8.0 75.70 35.20 76x214
  33000 0.22 8.0 75.70 35.20 76x220
250 287 2,200 0.15 40.0 16.13 7.50 51x105
  3300 0.15 34.0 21.07 9.80 51x96
  3300 0.15 34.0 21.07 9.80 51x105
  3300 0.15 33.0 23.65 11.00 63x105
  3300 0.15 33.0 29.67 13.80 63x120
  3300 0.15 33.0 24.08 11.20 63x96
  3900 0.15 32.0 22.00 10.20 51x96
  4700 0.15 25.0 25.70 11.90 51x105
  4700 0.15 30.0 25.37 11.80 63x105
  4700 0.15 30.0 25.80 12.00 63x120
  4700 0.15 30.0 25.70 12.00 63x96
  5000 0.15 29.0 27.95 13.00 63x120
  5600 0.15 24.0 27.50 12.80 51x115
  5600 0.15 26.0 32.25 15.00 63x120
  6800 0.15 19.0 32.10 14.90 51x130
  6800 0.15 24.0 34.40 16.00 63x120
  8200 0.15 22.0 30.90 14.40 63x105
  10000 0.15 20.0 31.60 14.70 63x115
  10000 0.15 20.0 31.61 14.70 63x120
  10000 0.15 17.0 38.70 18.00 76x143
  12000 0.15 19.0 37.10 17.20 63x130
  12000 0.15 19.0 45.80 21.30 63X143
  12000 0.15 19.0 45.80 21.30 76x105
  12000 0.15 19.0 47.40 22.00 76x115
  15000 0.15 16.0 46.30 21.50 76x130
  18000 0.20 10.0 47.60 22.10 76x143
  27000 0.25 8.0 70.00 32.60 76x214
  27000 0.25 8.0 70.00 32.60 76x220
315 347 2200 0.15 31.0 19.40 9.00 51x96
  2700 0.15 24.0 22.60 10.50 51x105
  2700 0.15 24.0 23.40 10.90 51x115
  2700 0.15 24.0 23.20 10.80 63x96
  3300 0.15 20.0 27.30 12.70 51x130
  3300 0.15 27.0 32.90 15.30 76x120
  3900 0.15 20.0 28.10 13.10 63x105
  4700 0.15 20.0 29.80 13.90 63x115
  4700 0.15 22.0 36.77 17.10 76x120
  5000 0.15 21.0 37.41 17.40 76x120
  5600 0.15 17.0 34.70 16.10 63x130
  5600 0.15 14.0 39.00 18.10 76x105
  5600 0.15 14.0 39.00 18.10 76x120
  6800 0.15 14.0 39.80 18.50 63X143
  6800 0.15 12.0 42.50 19.80 76x115
  6800 0.15 12.0 42.50 19.80 76x120
  8200 0.15 10.0 49.20 22.90 76x130
  10000 0.15 8.0 49.40 23.00 76x143
  15000 0.20 8.0 67.60 31.40 76x214
  15000 0.25 8.0 67.60 31.40 76x220
350 385 1000 0.15 79.0 11.83 5.50 51x105
  1000 0.15 79.0 10.75 5.00 51x79
  1,500 0.15 60.0 15.91 7.40 51x105
  1800 0.15 33.0 18.80 8.70 51x96
  2200 0.15 26.0 21.80 9.00 51x105
  2700 0.15 23.0 23.90 11.10 51x115
  3300 0.15 19.0 27.90 13.00 51x130
  3300 0.15 27.0 23.65 11.00 63x105
  3300 0.15 27.0 23.65 11.00 63x120
  3300 0.15 27.0 23.50 10.90 63x96
  3300 0.15 27.0 27.52 12.80 76x105
  3300 0.15 27.0 27.95 13.00 76x120
  3900 0.15 20.0 27.80 12.90 63x105
  3900 0.15 20.0 28.80 13.40 63x115
  4700 0.15 17.0 33.60 15.60 63x130
  4700 0.15 18.0 31.18 14.50 76x105
  4700 0.15 18.0 37.63 17.50 76x120
  5600 0.15 13.0 39.80 18.50 63X143
  5600 0.15 13.0 39.80 18.50 76x105
  5600 0.15 13.0 41.10 19.20 76x115
  6800 0.15 12.0 41.10 19.20 76x130
  6800 0.15 12.0 41.28 19.20 76x143
  8200 0.15 12.0 45.20 20.70 76x143
  10000 0.15 12.0 46.30 21.50 76x143
  12000 0.20 8.0 66.10 30.70 76x214
  12000 0.25 8.0 66.10 30.70 76x220
400 440 2200 0.20 77.0 17.37 6.53 51x105
  2200 0.20 77.0 17.37 6.53 51x130
  2200 0.20 84.0 18.51 8.61 63x105
  2200 0.20 84.0 22.79 10.60 63x120
  2200 0.20 84.0 17.03 6.40 63x96
  2700 0.20 75.0 19.02 7.15 63x96
  3300 0.20 59.0 22.75 8.40 63x105
  3300 0.20 59.0 22.75 8.55 63x115
  3300 0.20 59.0 23.44 10.90 63x120
  3300 0.20 50.0 23.44 10.90 76x105
  3300 0.20 50.0 23.44 10.90 76x120
  3900 0.20 49.0 26.06 9.80 63x130
  4700 0.20 41.0 28.60 10.60 76x105
  4700 0.20 41.0 28.60 10.75 76x115
  5600 0.20 34.0 32.45 12.20 76x130
  5600 0.20 34.0 34.45 13.00 76x143
  6800 0.20 24.0 38.84 14.50 76x143
  6800 0.20 24.0 38.84 14.60 76x155
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  8200 0.20 22.0 39.75 15.00 76x143
  8200 0.20 22.0 44.74 16.82 90x157
  10000 0.20 22.0 47.70 18.00 76x143
  10000 0.20 20.0 50.35 19.00 76x214
  10000 0.20 19.0 49.29 18.53 90x157
  12000 0.20 16.0 59.87 22.51 90x196
  15000 0.20 13.0 69.90 26.28 90x220
450 495 1800 0.20 84.0 16.25 6.11 51x130
  2200 0.20 80.0 16.34 7.60 63x105
  2200 0.20 80.0 17.35 6.52 63x96
  2700 0.20 62.0 20.74 7.60 63x105
  2700 0.20 62.0 20.74 7.80 63x115
  3300 0.20 51.0 24.22 9.11 63x130
  3300 0.20 50.0 25.44 9.60 76x105
  3900 0.20 44.0 26.25 9.70 76x105
  3900 0.20 44.0 26.25 9.87 76x115
  4700 0.20 36.0 30.90 11.62 76x130
  4700 0.20 36.0 30.90 11.62 76x143
  5600 0.20 30.0 35.69 13.22 76x143
  5600 0.20 30.0 35.69 13.42 76x155
  6800 0.20 23.0 39.75 15.00 76X143
  6800 0.20 25.0 41.36 15.55 90x157
  8200 0.20 22.0 42.40 16.00 76x143
  8200 0.20 22.0 45.09 16.95 90x157
  10000 0.20 22.0 50.35 19.00 76x143
  10000 0.20 18.0 54.75 20.60 90x196
  12000 0.20 15.0 63.15 23.75 90x220

ALUMINIUM ELECTROLYTIC CAPACITORS
KI07 Series with Screw Terminal

Standard Capacitor values and dimensions 
Rated

Voltage*
Surge Voltage

Capacitance 
Nominal(MFD)

Ripple current Max at
120 Hz 40°C(Amps)

Ripple current Max at
120 Hz 85°C(Amps) Can Size D x L mm

ESR TYP at 120 Hz,
20°C(milli Ohms)

Max TAN D at
120 Hz, 20°C

*Other Voltages avaialble on request



• Surge-proof capacitor in aluminium can with insulation sleeve
• To be mounted with ring clips or with threaded stud
• Case size optimized

Industrial Market, UPS, Frequency Converters

Diagram of dimensions (unit=mm)

Screw

L + 2 mmS

L  + 2 mm1
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H

Safety Vent
“+” Sign

+

P

Ød

Ød1

ØD  d  d1 P  M  H  Insert Screw L1 - L(-1+3) S(-1+1) 

35  11  7.9 12.7  M 8  12  M5 5MA x 9.5 2.5 5
51  18.5  13 22.7  M 12  16  M5  5MA x 9.5 2.5 5
51  18.5  13 22.7  M 12  16  M5 Long 5MA x 9.5* 4.5 7
63  18.5  13 28.6  M 12  16  M5  5MA x 9.5 2.5 5
63  18.5  13 28.6  M 12  16  M5 Long  5MA x 9.5* 4.5 7
76  18.5  13 31.8  M 12  16  M5 5MA x 9.5 2.5 5
76  18.5  13 31.8  M 12  16  M5 Long 5MA x 9.5* 4.5 7
76  23.2  17.7 31.8  M 12  16  M6 6MA x 10 4.5 7
90  23.2  17.7 31.8  M 12  16  M6 6MA x 10 4.5 7

Note for M5 Long: (*) also available as 5MA x 12
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Specifications

Temperature Range 

Surge Voltage (Vp) 

Capacitance Tolerance 

Leakage Current (IL) 
(mA, 5 min, 20°C) 

Ripple current (Ir) 

Insulation Resistance 

Vibration Resistance 

Life test 

Shelf life

Useflife 

Self inductance 

Sectional Specifications / 
Reference

Operating:     -40°C +85°C 

from 400V to 450V DC

VP = 1.15 Vr (Vr ≤ 250V DC) 
VP = 1.10 Vr (Vr ≥ 250V DC) 

±20% at 120 Hz, 20°C (M class IEC-62)  on request:  -10% +30% at 120 Hz, 20°C  
(Q class IEC-62)

max IL= 0.008 Cr Vr  + 4 µA    

Refer to table at 85°C and 120Hz. 
Frequency    50Hz  100Hz    500 Hz   1000Hz     >10kHz 
Multiplier    0.88     1.0        1.45       1.5        1.55

Due to the current load capability of the contact elements, the following limits must not be 
exceeded: 
Capacitor Diameter           35mm   51mm     63mm      76mm    90mm 
Maximum current                 20A       30A        40A         50A          70A 

At 100V DC for 1 min is   >100 MΩ across insulating sleeve and terminals. 

Frequency range: 10 Hz to 55 Hz, amplitude 0.75 mm 
Capacitor length   ≤ 130 : max acceleration 10g for 3x2 h 
Capacitor length   > 130 : max acceleration   5g for 3x0.5 h 

After 2,000 hours application of rated voltage at 85°C     
capacitors meet characteristics aside                                 
  
  

After leaving capacitors under no load for 500 hours  
at 85°C, when restored at 20°C meet  
specifications aside    

Upto 6000 hours at 85°C

Approx. 20 nH 

CECC 30.300 IEC 60384-4 Long Life Grade 

from 160V to 350V DC

Storage:       Preferably below +25°C, not exceeding +40°C 

Rated Voltage Range (Vr) from 63V to 100V DC    

Rated Capacitance Range from 220 µF to 150000 µF 

3

220

Cap change 
tan δ 

Leakage current(IL) < initial limit
Impedance (Z)   

Cap change ≤ ±15%
tan δ ≤ 150%
Leakage current(IL) < initial limit



ALUMINIUM ELECTROLYTIC CAPACITORS
KI08 Series with Screw Terminal

Standard Capacitor values and dimensions 
Rated

Voltage*
Surge Voltage

Capacitance 
Nominal(MFD)

 ESR TYP at 100 Hz,
20°C(milli Ohms)

Ripple current Max at 
100 Hz   85°C(Amps) Can Size D x L mm

Max TAN D  at
100 Hz, 20°C

50 57 4,700 0.20 33.0 5.6 35x60
  6,800 0.20 25.0 7.0 35x60
  10,000 0.20 21.0 10.0 35x60
  15,000 0.25 17.0 11.3 35x79
  22,000 0.30 16.0 13.1 51x79
  33,000 0.35 15.0 16.0 51x105
  33,000 0.35 15.0 17.5 63x105
  47,000 0.40 12.0 16.2 51x105
  47,000 0.40 12.0 18.3 63x105
  68,000 0.60 12.0 18.0 63x105
  68,000 0.60 12.0 22.1 76x105
  1,00,000 0.90 8.0 23.8 76x105
  1,00,000 0.90 8.0 25.8 76x143
  1,50,000 1.00 6.0 31.5 76x143
63 72 4,700 0.15 29.0 6.2 35x60
  6,800 0.18 21.0 7.0 35x60
  6,800 0.18 21.0 8.2 35x79
  10,000 0.20 21.0 8.7 35x79
  10,000 0.20 18.0 10.1 51x79
  15,000 0.25 15.0 11.1 51x79
  22,000 0.30 13.0 12.4 51x79
  22,000 0.30 13.0 14.6 51x105
  33,000 0.35 11.0 15.6 51x105
  33,000 0.35 11.0 17.9 63x105
  47,000 0.45 10.0 15.8 51x105
  47,000 0.45 11.0 18.8 63x105
  68,000 0.50 11.0 25.7 76x105
  1,00,000 0.55 8.0 31.5 76x105
  1,00,000 0.55 8.0 34.5 76x143
  1,50,000 0.60 6.0 36.1 76x143
75 86 4,700 0.15 29.0 5.4 35x60
  6,800 0.18 20.0 8.5 35x79
  10,000 0.20 18.0 11.0 51x79
  15,000 0.25 15.0 12.7 51x105
  22,000 0.30 12.0 15.2 51x105
  22,000 0.30 12.0 16.2 63x105
  33,000 0.35 11.0 16.8 63x105
  33,000 0.35 11.0 18.5 76x105
  47,000 0.45 10.0 20.1 76x105
  47,000 0.45 10.0 22.1 76x143
  68,000 0.60 10.0 26.0 76x143
  1,00,000 0.60 8.0 34.9 76x143
100 115 1,500 0.15 84.0 4.0 35x60
  2,200 0.15 57.0 5.0 35x60
  3,300 0.15 48.0 5.3 35x60
  3,300 0.15 48.0 6.8 35x79
  4,700 0.15 30.0 7.5 35x79
  4,700 0.15 30.0 10.0 51x79
  6,800 0.20 23.0 11.1 51x79
  10,000 0.20 16.0 11.9 51x79
  10,000 0.20 16.0 13.9 51x105
  10,000 0.20 16.0 14.5 63x105
  15,000 0.25 13.0 14.8 51x105
  15,000 0.25 13.0 17.5 63x105
  22,000 0.25 12.0 18.2 63x105
  33,000 0.25 10.0 23.1 76x105
  47,000 0.30 10.0 30.2 76x143
  68,000 0.30 8.0 36.5 76x143
  68,000 0.40 6.0 39.5 76x214
160 184 4700 0.15 25.00 10.90 51x105
  4700 0.15 25.00 11.90 63x105
  6,800 0.15 21.00 10.90 51x96
  6800 0.15 21.00 10.90 51x105
  8,200 0.15 18.00 12.80 51x105
  10,000 0.15 13.00 13.50 51x115
  10,000 0.15 13.00 12.40 63x96
  12,000 0.15 13.00 15.80 51x130
  15,000 0.15 13.00 14.60 63x105
  15,000 0.15 13.00 15.10 63x115
  18,000 0.15 12.00 17.70 63x130
  22,000 0.20 10.00 22.40 63X143
  22,000 0.20 10.00 22.40 76x105
  22,000 0.20 10.00 23.10 76x115
  27,000 0.20 10.00 25.30 76x130
  33,000 0.20 8.00 30.60 76x143
  47,000 0.25 7.00 37.60 76x214
  47,000 0.25 7.00 37.60 76x220
200 230 4700 0.15 27.00 10.40 51x105
  4700 0.15 22.00 11.10 63x105
  5,600 0.15 27.00 10.70 51x96
  6,800 0.15 22.00 12.60 51x105
  6,800 0.15 22.00 12.30 63x96
  8,200 0.15 18.00 13.20 51x115
  10,000 0.15 13.00 15.50 51x130
  10,000 0.15 13.00 14.60 63x105
  12,000 0.15 13.00 14.80 63x115
  14,000 0.15 12.00 17.50 63x130
  15,000 0.15 12.00 18.80 63X143
  15,000 0.15 12.00 18.80 76x105
  18,000 0.15 12.00 20.70 76x115
  22,000 0.18 10.00 23.40 76x130
  27,000 0.18 9.00 30.00 76x143
  33,000 0.22 8.00 35.20 76x214
  33,000 0.22 8.00 35.20 76x220
250 287 2,200 0.15 40.00 7.50 51x105
  3,300 0.15 34.00 9.80 51x96
  3300 0.15 34.00 9.80 51x105
  3300 0.15 33.00 11.00 63x105
  3,300 0.15 33.00 13.80 63x120
  3,300 0.15 33.00 11.20 63x96
  3,900 0.15 32.00 10.20 51x96
  4,700 0.15 25.00 11.90 51x105
  4700 0.15 30.00 11.80 63x105
  4,700 0.15 30.00 12.00 63x120
  4,700 0.15 30.00 11.50 63x96
  5,000 0.15 29.00 13.00 63x120
  5,600 0.15 24.00 12.80 51x115
  5,600 0.15 26.00 15.00 63x120
  6,800 0.15 19.00 14.90 51x130
  6,800 0.15 24.00 16.00 63x120
  8,200 0.15 22.00 14.40 63x105
  10,000 0.15 20.00 14.70 63x115
  10,000 0.15 20.00 14.70 63x120
  10,000 0.15 17.00 21.40 76x143
  12,000 0.15 19.00 21.30 63x130
  12,000 0.15 19.00 21.30 63X143
  12,000 0.15 17.00 21.30 76x105
  12,000 0.15 17.00 22.00 76x115
  15,000 0.15 16.00 21.60 76x130
  18,000 0.20 10.00 22.10 76x143
  27,000 0.25 8.00 32.60 76x214
  27,000 0.25 8.00 32.60 76x220
315 347 2,200 0.15 31.00 9.00 51x96
  2,700 0.15 24.00 10.50 51x105
  2,700 0.15 24.00 10.90 51x115
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ALUMINIUM ELECTROLYTIC CAPACITORS
KI08 Series with Screw Terminal

Standard Capacitor values and dimensions 
Rated

Voltage*
Surge Voltage

Capacitance 
Nominal(MFD)

 ESR TYP at 100 Hz,
20°C(milli Ohms)

Ripple current Max at 
100 Hz   85°C(Amps) Can Size D x L mm

Max TAN D  at
100 Hz, 20°C

  2,700 0.15 24.00 10.80 63x96
  3,300 0.15 20.00 12.70 51x130
  3,300 0.15 27.00 15.30 76x120
  3,900 0.15 20.00 13.10 63x105
  4,700 0.15 20.00 13.90 63x115
  4,700 0.15 22.00 17.10 76x120
  5,000 0.15 21.00 17.40 76x120
  5,600 0.15 17.00 16.10 63x130
  5,600 0.15 14.00 18.10 76x105
  5,600 0.15 14.00 18.10 76x120
  6,800 0.15 14.00 18.50 63X143
  6,800 0.15 12.00 19.80 76x115
  6,800 0.15 12.00 19.80 76x120
  8,200 0.15 10.00 22.90 76x130
  10,000 0.15 8.00 23.00 76x143
  15,000 0.20 8.00 31.40 76x214
  15,000 0.25 8.00 31.40 76x220
350 385 1,800 0.15 33.00 8.70 51x96
  2,200 0.15 26.00 10.10 51x105
  2,700 0.15 23.00 11.10 51x115
  3,300 0.15 19.00 13.00 51x130
  3300 0.15 27.00 10.90 63x105
  3,300 0.15 27.00 12.90 63x120
  3,300 0.15 27.00 10.90 63x96
  3,300 0.15 27.00 12.80 76x105
  3,300 0.15 27.00 15.80 76x120
  3,900 0.15 20.00 12.90 63x105
  3,900 0.15 20.00 13.40 63x115
  4,700 0.15 17.00 15.60 63x130
  4,700 0.15 18.00 14.80 76x105
  4,700 0.15 18.00 17.50 76x120
  5,600 0.15 13.00 18.50 63X143
  5,600 0.15 13.00 18.50 76x105
  5,600 0.15 13.00 19.20 76x115
  6,800 0.15 13.00 19.20 76x130
  6,800 0.15 12.00 19.20 76x143
  8,200 0.15 12.00 21.00 76x143
  10,000 0.15 12.00 21.50 76x143
  12,000 0.20 8.00 30.70 76x214
  12,000 0.25 8.00 30.70 76x220
400 440 2200 0.20 77.0 6.53 51x105
  2200 0.20 77.0 6.53 51x130
  2200 0.20 84.0 8.61 63x105
  2200 0.20 84.0 10.60 63x120
  2200 0.20 84.0 6.40 63x96
  2700 0.20 75.0 7.15 63x96
  3300 0.20 59.0 8.40 63x105
  3300 0.20 59.0 8.55 63x115
  3300 0.20 59.0 10.90 63x120
  3300 0.20 50.0 10.90 76x105
  3300 0.20 50.0 10.90 76x120
  3900 0.20 49.0 9.80 63x130
  4700 0.20 41.0 10.60 76x105
  4700 0.20 41.0 10.75 76x115
  5600 0.20 34.0 12.20 76x130
  5600 0.20 34.0 13.00 76x143
  6800 0.20 24.0 14.50 76x143
  6800 0.20 24.0 14.60 76x155
  8200 0.20 22.0 15.00 76x143
  8200 0.20 22.0 16.82 90x157
  10000 0.20 22.0 18.00 76x143
  10000 0.20 20.0 19.00 76x214
  10000 0.20 19.0 18.53 90x157
  12000 0.20 16.0 22.51 90x196
  15000 0.20 13.0 26.28 90x220
450 495 1800 0.20 84.0 6.11 51x130
  2200 0.20 80.0 7.60 63x105
  2200 0.20 80.0 6.52 63x96
  2700 0.20 62.0 7.60 63x105
  2700 0.20 62.0 7.80 63x115
  3300 0.20 51.0 9.11 63x130
  3300 0.20 50.0 9.60 76x105
  3900 0.20 44.0 9.70 76x105
  3900 0.20 44.0 9.87 76x115
  4700 0.20 36.0 11.62 76x130
  4700 0.20 36.0 11.62 76x143
  5600 0.20 30.0 13.22 76x143
  5600 0.20 30.0 13.42 76x155
  6800 0.20 23.0 15.00 76X143
  6800 0.20 25.0 15.55 90x157
  8200 0.20 22.0 16.00 76x143
  8200 0.20 22.0 16.95 90x157
  10000 0.20 22.0 19.00 76x143
  10000 0.20 18.0 20.60 90x196
  12000 0.20 15.0 23.75 90x220
  10000 0.20 18.00 20.60 90x196
  12000 0.20 15.00 23.75 90x220



• Design optimized for low equivalent series resistance (ESR) and high ripple current.
• Surge-proof capacitor in aluminum can with insulation sleeve
• To be mounted with ring clips or with threaded stud.

Designed for professional application.
Switch mode power suppliers, high ripple current converters, motor drives. 

Diagram of dimensions (unit=mm)
Insert and screw threads: Metric (mm), UNF (inches)

    M H     

35 11 7.9 12.7 M8 12 M5   5MA x 9.5 2.5         5                0

51 18.5 13 22.7 M12 16 M5   5MA x 9.5 2.5         5              H

63 18.5 13 28.6 M12 16 M5   5MA x 9.5 2.5         5              H

63 17.3 17.3 28.6 M12 16 UNF 1/4-28 Low Post 1/4-28 x 3/8” 3           4              W

63 17.3 17.3 28.6 M12 16 UNF 1/4-28 High Post 1/4-28 x 1/2” 6           7              R

63 7.9 7.9 28.6 M12 16 UNF 10-32 Low Post 10-32 x 1/4” 2           2.5           Z

63 12 7.9 28.6 M12 16 UNF 10-32 High Post 10-32 x 3/8” 6           7              U

76 18.5 13 31.8 M12 16 M5   5MA x 9.5 2.5         5              H

76 18.5 13 31.8 M12 16 M5   5MA x 9.5 2.5         7              L

76 23.2 17.7 31.8 M12 16 M6   6MA x 10 4.5         7              6

76 17.3 17.3 31.8 M12 16 UNF 1/4-28 Low Post 1/4-28 x 3/8” 3           4              W

76 17.3 17.3 31.8 M12 16 UNF 1/4-28 High Post 1/4-28 x 1/2” 6           7              R

76 7.9 7.9 31.8 M12 16 UNF 10-32 Low Post 10-32 x 1/4” 2           2.5           Z

76 12 7.9 31.8 M12 16 UNF 10-32 High Post 10-32 x 3/8” 6           7              U

90 23.2 17.7 31.8 M12 16 M6   6MA x 10 4.5             7              H

ØD     d         d1           P          STUD                 INSERT                      SCREW      
L1-L 
[-1+3]      

S
[-1+1] INSERT STYLE 

STUD Style

Screw

L + 2 mmS

L  + 2 mm1

ØD
 +
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Safety Vent
“+” Sign
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Ød1
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Specifications

201832

Temperature Range 

Surge Voltage (Vp) 

Capacitance Tolerance 

Leakage Current (IL) 
(mA, 5 min, 20°C) 

Ripple current (Ir) 

Insulation Resistance 

Vibration Resistance 

Life test 

Shelf life

Useflife ( )85°C, Vn, Ir applied
Operation up to 105°C with 
voltage derating 0,88 x V rated
 

Operating:     -40°C +85°C      [ Environmental classification  40/85/56 IEC-68 ] 

from 400V to 450V DC

VP = 1.10 Vr 

 ±20% at 100 Hz, 20°C (M class IEC-62)
on request:  -10% +30% at 100 Hz, 20°C (Q class IEC-62)  

max IL= 0.006 Cr Vr  + 4 µA    

Refer to table at 85°C and 100Hz. 
Frequency    
Multiplier    
Ambient Temp
Multiplier

Due to the current load capability of the contact elements, the following limits must not be 
exceeded: 
Capacitor Diameter           
Maximum current

51mm     63mm      76mm    90mm 
30A        40A         50A          70A 

At 100V DC for 1 min is   >100 MΩ across insulating sleeve and terminals. 

Frequency range: 10 Hz to 55 Hz, amplitude 0.75 mm 
Capacitor length   ≤ 143 : max acceleration 10g for 3x2 h 
Capacitor length   > 143 : max acceleration   5g for 3x0.5 h 

After 2,000 hours application of rated voltage at 85°C     Cap change ≤ ±10%
capacitors meet characteristics aside                                 tan δ ≤ 130%
  Leakage current(IL) < initial limit
  Impedance (Z)   ≤ 130%

After leaving capacitors under no load for 2000 hours  Cap change ≤ ±15%
at 85°C, when restored at 20°C meet  tan δ ≤ 150%
specifications aside    Leakage current(IL) < initial limit

Storage:       Preferably below +25°C, not exceeding +40°C 

Rated Voltage Range (Vr) 

Rated Capacitance Range from 470 µF to 150000 µF
 

Failure percentage
Failure rate

Self Inductance

Reference standards

50Hz  100Hz    500 Hz   1000Hz     >10kHz 
0.8     1.0        1.2       1.3        1.5
35°C         45°C          55°C         65°C           75°C       85°C       95°C
2.2            2.1            1.8            1.6                1.4         1.0         0.5

< 15,000 h at  85°C

≤ 1% (during useful life)
≤ 33 fit (33 10–9/h)

Approx. 20 nH

CECC 30.300 IEC 60384-4 LONG LIFE GRADE



ALUMINIUM ELECTROLYTIC CAPACITORS
KI91 Series with Screw Terminal

Standard Capacitor values and dimensions 
Rated

Voltage
Surge Voltage

Capacitance 
Nominal(MFD)

 ESR TYP at 100 Hz,
20°C(milli Ohms)

Ripple current Max at 
100 Hz   85°C(Amps) Can Size D x L mm

Max TAN D  at
100 Hz, 20°C

400 440 680 0.08 97 5.11 51X79
  680 0.08 97 5.74 51X105
  1,000 0.08 75 6.06 51X79
  1,000 0.08 75 6.87 51X105
  1,500 0.08 53 8.18 51X105
  1,500 0.08 53 9.29 63X105
  2,200 0.08 40 9.40 51X105
  2,200 0.08 40 10.70 63X105
  2,200 0.08 40 12.30 76X105
  3,300 0.08 25 13.60 63X105
  3,300 0.08 25 14.50 76X105
  3,300 0.08 25 16.80 76X143
  4,700 0.08 20 16.40 76X105
  4,700 0.08 20 19.50 76X143
  5,600 0.08 17 20.90 76X143
  6,800 0.08 15 22.20 76X143
  10,000 0.09 13 23.00 76X143
  10,000 0.09 13 28.70 76X214
  15,000 0.10 9 36.50 90X220
420 462 680 0.08 97 5.11 51X79
  680 0.08 97 5.74 51X105
  1,000 0.08 75 6.06 51X79
  1,000 0.08 75 6.87 51X105
  1,500 0.08 53 8.18 51X105
  1,500 0.08 53 9.29 63X105
  2,200 0.08 40 9.40 51X105
  2,200 0.08 40 10.70 63X105
  2,200 0.08 40 12.30 76X105
  3,300 0.08 25 13.60 63X105
  3,300 0.08 25 14.50 76X105
  3,300 0.08 25 16.80 76X143
  4,700 0.08 20 16.40 76X105
  4,700 0.08 20 19.50 76X143
  5,600 0.08 17 20.90 76X143
  6,800 0.08 15 22.20 76X143
  10,000 0.09 13 23.00 76X143
  10,000 0.09 13 28.70 76X214
  15,000 0.10 9 36.50 90X220
450 495 470 0.08 159 4.36 51X79
  680 0.08 114 4.94 51X79
  680 0.08 114 5.57 51X105
  1,000 0.08 83 5.84 51X79
  1,000 0.08 83 6.60 51X105
  1,500 0.08 57 7.89 51X105
  1,500 0.08 57 8.97 63X105
  2,200 0.08 44 10.20 63X105
  2,200 0.08 44 11.90 76X105
  2,200 0.08 44 13.60 76X143
  3,300 0.08 30 14.00 76X105
  3,300 0.08 30 16.30 76X143
  4,700 0.08 21 18.80 76X143
  5,600 0.08 18 20.20 76X143
  6,800 0.08 16 21.30 76X143
  8,200 0.08 14 23.00 76X143
  10,000 0.09 13 23.10 76X143
  10,000 0.09 13 26.20 76X214
  12,000 0.09 13 26.20 76X214
  15,000 0.10 11 35.00 90X220
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Insert and screw threads: Metric (mm), UNF (inches)

    M H     

35 11 7.9 12.7 M8 12 M5   5MA x 9.5 2.5         5                0

51 18.5 13 22.7 M12 16 M5   5MA x 9.5 2.5         5              H

63 18.5 13 28.6 M12 16 M5   5MA x 9.5 2.5         5              H

63 17.3 17.3 28.6 M12 16 UNF 1/4-28 Low Post 1/4-28 x 3/8” 3           4              W

63 17.3 17.3 28.6 M12 16 UNF 1/4-28 High Post 1/4-28 x 1/2” 6           7              R

63 7.9 7.9 28.6 M12 16 UNF 10-32 Low Post 10-32 x 1/4” 2           2.5           Z

63 12 7.9 28.6 M12 16 UNF 10-32 High Post 10-32 x 3/8” 6           7              U

76 18.5 13 31.8 M12 16 M5   5MA x 9.5 2.5         5              H

76 18.5 13 31.8 M12 16 M5   5MA x 9.5 2.5         7              L

76 23.2 17.7 31.8 M12 16 M6   6MA x 10 4.5         7              6

76 17.3 17.3 31.8 M12 16 UNF 1/4-28 Low Post 1/4-28 x 3/8” 3           4              W

76 17.3 17.3 31.8 M12 16 UNF 1/4-28 High Post 1/4-28 x 1/2” 6           7              R

76 7.9 7.9 31.8 M12 16 UNF 10-32 Low Post 10-32 x 1/4” 2           2.5           Z

76 12 7.9 31.8 M12 16 UNF 10-32 High Post 10-32 x 3/8” 6           7              U

90 23.2 17.7 31.8 M12 16 M6   6MA x 10 4.5             7              H

ØD     d         d1           P          STUD                 INSERT                      SCREW      
L1-L 
[-1+3]      

S
[-1+1] INSERT STYLE 

Diagram of dimensions (unit = mm)

• Design optimized for low equivalent series resistance (ESR)and high ripple current.
• Surge-proof capacitor in aluminum can with insulation sleeve
• To be mounted with ring clips or with threaded stud.

Designed for professional application.
Switch mode power suppliers, high ripple current converters, motor drives. 

STUD Style

Screw

L + 2 mmS

L  + 2 mm1
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Temperature Range 

Surge Voltage (Vp) 

Capacitance Tolerance 

Leakage Current (IL)
(mA, 5 min, 20°C)  

Ripple current (Ir) 

Insulation Resistance 

Vibration Resistance 

Life test
 (105°C, Vn, Ir applied)

Shelf life

Useful life 
( )105°C, Vn, Ir applied

 

Operating:     -40°C +105°C   [ Environmental classification  40/85/56 IEC-68 ]

 (Vp)   = 1.10 Vr 

on request :  -10% +30% at 100 Hz, 20°C  [Q class IEC-62]

max IL= 0.006 Cr Vr  + 4 μA 

Refer to table at 105°C and 100Hz :
Frequency             50Hz    100Hz    500Hz   1000Hz     >10kHz
Multiplier              0.8        1.0         1.2         1.3            1.5
Ambient Temp      35°C     45°C      55°C      65°C        75°C     85°C     95°C     105°C     110°C
Multiplier              3.0        2.8         2.6          2.4           2.2       1.8        1.5        1.0          0.5

Due to the current load capability of the contact elements, the following limits must not 
be exceeded:

Capacitor Diameter           
Maximum current       

51mm     63mm      76mm    90mm 
30A        40A         50A          70A 

At 100V DC for 1 min is   >100 MΩ across insulating sleeve and terminals. 

Frequency range: 10 Hz to 55 Hz, amplitude 0.75 mm 
Capacitor length   ≤ 143 : max acceleration 10g for 3x2 h 
Capacitor length   > 143 : max acceleration   5g for 3x0.5 h 

After 2,000 hours application of rated voltage at 105°C     Cap change ≤ 10%
capacitors meet characteristics aside                                 tan δ ≤ 130%
  Leakage current(IL) < initial limit
  Impedance (Z)   ≤ 130%

After leaving capacitors under no load for 500 hours  Cap change ≤ ±15%
at 105°C, when restored at 20°C meet  tan δ ≤ 150%
specifications aside    Leakage current(IL) < initial limit

> 5,000 hours at 105°C

Approx. 20 nH 

CECC 30.300 IEC 60384-4 Long Life Grade 

Storage:       Preferably below +25°C, not exceeding +40°C 

Rated Voltage Range (Vr) 

Rated Capacitance Range 

from 400V to 450V DC

Failure percentage
Failure rate

Self Inductance

Reference standards

from 1500 μF to 30000 μF
±20% at 100 Hz, 20°C  [M class IEC-62] 

≤ 1% (during useful life)
≤ 40 fit (40 10–9/h)
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ALUMINIUM ELECTROLYTIC CAPACITORS
KI92 Series with Screw Terminal

Standard Capacitor values and dimensions 
Rated

Voltage
Surge Voltage

Capacitance 
Nominal(MFD)

 ESR TYP at 100 Hz,
20°C(milli Ohms)

Ripple current Max at 
100 Hz 85°C(Amps) Can Size D x L mm

Max TAN D  at
100 Hz, 20°C

400 440 470 0.08 139 3.45 51X79
  680 0.08 107 3.90 51X79
  1,000 0.08 75 4.50 51X79
  1,000 0.08 75 4.90 51X105
  1,500 0.08 53 6.00 63X105
  2,200 0.08 40 7.50 63X105
  2,200 0.08 40 8.50 76X105
  3,300 0.08 25 11.30 76X143
  4,700 0.08 20 14.10 76X143
  5,600 0.08 17 14.30 76X143
  6,800 0.08 15 18.00 76X143
  8,200 0.08 14 20.10 76X214
  10,000 0.09 13 25.10 90X220
420 462 470 0.08 139 3.45 51X79
  680 0.08 107 3.90 51X79
  1,000 0.08 75 4.50 51X79
  1,000 0.08 75 4.90 51X105
  1,500 0.08 53 6.00 63X105
  2,200 0.08 40 7.50 63X105
  2,200 0.08 40 8.50 76X105
  3,300 0.08 25 11.30 76X143
  4,700 0.08 20 14.10 76X143
  5,600 0.08 17 14.30 76X143
  6,800 0.08 15 18.00 76X143
  8,200 0.08 14 20.10 76X214
  10,000 0.09 13 25.10 90X220
450 495 470 0.08 159 3.20 51X79
  680 0.08 114 4.40 51X105
  1,000 0.08 83 5.10 51X105
  1,000 0.08 83 5.40 63X105
  1,500 0.08 57 6.50 63X105
  1,500 0.08 57 7.20 76X105
  2,200 0.08 44 9.50 76X143
  3,300 0.08 30 12.30 76X143
  4,700 0.08 21 13.20 76X143
  5,600 0.08 18 14.10 76X143
  6,800 0.08 16 19.30 76X214
  8,200 0.08 15 20.10 76X214
  10,000 0.09 12 26.10 90X220
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0 0KENDEIL Series K05 TYPE -40 C + 105 C 5000H
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Temperature Range Operating:  -40°C +105° C [Environmental classification 40/105/56 IEC-68]
Storage : Preferably below +25°C, not exceeding +40°C

Rated Voltage Range (Vr) from 16V to 500V DC

Surge Voltage (Vp)

Rated Capacitance Range from 68 µF to 47,000 µF

Capacitance Tolerance ±20% at 100 Hz, 20°C  [M class IEC-62]

(mA, 5 min, 
Leakage Current (IL) maxIL= 0.006 Cr Vr  + 4 µ A

20°C) At  85°C max IL = 0.02 C r Vr µA

Ripple current (Ir) Refer to table at 105°C and 100Hz. For different temperature and frequency multiplier must be used as follows:

FREQUENCY 50Hz 100Hz 500 H z 1000Hz >10kHz

MULTIPLIER (0-25V V r DC) 0.91 1.0 1.15 1.15 1.2

MULTIPLIER (40-100V V r DC) 0.88 1.0 1.35 1.40 1.45

MULTIPLIER (160-450V V r DC) 0.88 1.0 1.45 1.50 1.55

AMBIENT TEMP. 35°C 45°C 55°C 65°C 75°C 85°C 95°C 105°C 110°C
5.00.105.108.102.204.206.208.20.3REILPITLUM

Maximum internal temperature 108°C

Insulation Resistance At 100V DC for 1 min is >100 MΩ across insulating sleeve and terminals.

Vibration Resistance Frequency range: 10 Hz to 500 Hz, amplitude 0.75 mm
max acceleration  10g for 3x2h

Life test After 2,000 hours application of rated voltage at 105°C
capacitors meet characteristics aside

Shelf life After leaving capacitors under no load for 500 hours at 105°C,
when restored at 20°C meet specifications aside

Useful life 250,000  h at   40°C
  15,000  h at   85°C

               5,000  h at 105°C

Failure percentage
Failure rate

Self inductance Approx. 20 nH

Reference standards CECC 30.301 - IEC 60384-4 LONG LIFE GRADE

SPECIFICATIONS

Cap change  20%
tan δ 200%
Leakage current  (IL)
Impedance (Z)  200%

initi al limit

Cap change  ±15%
tan δ  150%
Leakage current  (IL) initi al limit

1% (during useful life)
30 fit  (30 10-9/h)     (Vr  160V DC)
40 fit  (40 10-9/h)     (Vr  160V DC)

Vp = 1.15 Vr     ( Vr  250V DC)
Vp = 1.10 Vr     ( V    r  250V DC)

201838
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ALUMINIUM ELECTROLYTIC CAPACITORS
K05 Series with Snap-in type

Standard Capacitor values and dimensions
Rated Voltage Surge Voltage

Capacitance 
Nominal(MFD)

Impedance at 10K

Hz, 20°C(mΩ)
Ripple at 105°C(Amps) Can Size D x L mm

Max ESR at 100 Hz,
20°C(mΩ)

16 18.4 6,800 55 40 1.9 25x30
  10,000 45 35 2 25x40
  10,000 40 35 2 30x30
  15,000 40 35 2.6 25x40
  15,000 40 35 2.8 30x40
  22,000 35 24 3.1 30x40
  22,000 35 24 3.3 35x40
  33,000 25 20 3.6 35x50
  47,000 22 20 4.9 35x50
25 28.7 4,700 53 45 1.8 25x30
  6,800 50 38 2 25x30
  6,800 50 38 2.2 30x30
  10,000 40 35 2.4 25x40
  10,000 40 35 2.3 30x30
  15,000 39 28 2.9 30x40
  15,000 39 38 3.2 35x40
  22,000 30 22 3.3 35x50
  33,000 22 18 4.3 35x50
40 46 3,300 72 58 1.5 25x30
  4,700 50 38 1.8 25x30
  4,700 50 38 1.8 30x25
  6,800 48 33 2.3 25x40
  6,800 48 33 2.4 30x30
  10,000 39 28 2.8 25x40
  10,000 39 28 2.9 30x40
  10,000 39 28 3.1 35x30
  15,000 32 22 2.8 30x40
  15,000 32 22 3.7 35x40
  22,000 28 20 5.1 35x40
  22,000 28 20 5.4 35x50
50 57.5 2,200 72 58 1.5 25x30
  3,300 48 38 1.6 22x30
  3,300 48 38 1.6 25x30
  4,700 50 35 2 25x30
  4,700 50 35 2 30x25
  4,700 50 35 2 30x30
  6,800 46 28 2.9 30x30
  6,800 56 28 3.2 30x40
  10,000 31 22 3.4 30x40
  10,000 31 22 3.2 35x30
  10,000 31 22 3.2 35x40
  15,000 26 18 4.7 35x50
  22,000 25 18 5.5 40x50
63 72.4 2,200 79 60 1.5 25x30
  3,300 50 40 2.3 25x40
  3,300 50 40 2.1 30x30
  4,700 40 29 2.4 30x30
  4,700 40 29 2.8 30x40
  6,800 35 25 3 30x40
  6,800 35 25 4.4 35x40
  10,000 30 23 5.3 35x40
  10,000 30 23 5.3 35x50
100 115 1,000 127 100 1.7 25x30
  1,000 127 100 1.7 30x25
  1,500 105 82 2 25x40
  1,500 105 82 1.8 30x30
  2,200 71 60 2.7 30x30
  2,200 71 60 2.7 30x40
  3,300 48 39 3 30x50
  3,300 48 39 3.3 35x40
  4,700 42 30 3.6 35x40
  4,700 33 26 4.4 35x50
  5,600 33 24 4.5 40x50
  6,800 32 23 4.5 35x50
  6,800 32 23 4.9 40x50
200 230 220 440 340 0.9 22x30
  220 440 340 1.9 25x30
  330 240 133 1.1 22x30
  330 240 133 0.7 25x25
  330 240 133 1.2 25x30
  470 169 98 1.6 25x30
  470 169 98 1.6 30x30
  680 145 87 1.7 25x40
  680 145 87 2 30x40
  1,000 95 63 2.1 30x40
  1,000 95 63 2.4 35x30
  1,500 70 41 2.4 30x50
  1,500 70 41 2.6 35x50
  2,200 45 33 2.8 35x50
250 287 100 950 730 0.7 25x30
  150 530 290 0.7 25x30
  220 370 240 0.9 25x30
  330 260 153 1.2 30x30
  470 180 110 1.5 25x40
  470 180 110 1.5 30x30
  680 145 95 1.8 25x50
  680 145 95 1.8 30x40
  680 145 95 1.8 35x40
  1,000 98 65 2.6 35x50
  1,500 75 43 2.8 35x50
400 440 68 1405 1050 0.47 25x30
  100 796 550 0.5 22x30
  100 796 550 0.5 25x30
  150 530 380 0.6 25x30
  150 530 380 0.8 30x30
  220 360 250 1 25x40
  220 360 250 1.1 30x30
  270 320 199 1.2 25x40
  330 249 170 1.4 25x45
  330 240 170 1.4 30x40
  330 240 170 1.4 35x30
  330 240 170 1.4 35x40
  470 170 125 1.9 30x50
  470 170 125 1.9 35x40
  470 170 125 2.2 35x50
  680 158 110 2.2 35x50
  680 158 110 2.4 40x50
  820 121 97 2.5 35x60
  1,000 110 90 3.1 40x60
  1,500 99 68 5.8 40X97
450 495 68 1405 1050 0.47 22x30
  68 1405 1050 0.47 25x30
  100 796 550 0.7 25x30
  100 796 550 0.8 30x25
  100 796 550 0.8 30x30
  150 660 490 0.9 22x40
  150 530 380 0.8 25x40
  150 530 380 1 30x30
  150 530 380 1 30x40
  220 380 310 0.9 25x50
  220 360 250 1.1 30x40
  220 360 250 1 35x30
  330 240 170 1.25 30x40
  330 240 170 1.25 30x50
  330 240 170 1.4 35x40
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ALUMINIUM ELECTROLYTIC CAPACITORS
K05 Series with Snap-in type

Standard Capacitor values and dimensions
Rated Voltage Surge Voltage

Capacitance 
Nominal(MFD)

Impedance at 10K

Hz, 20°C(mΩ)
Ripple at 105°C(Amps) Can Size D x L mm

Max ESR at 100 Hz,
20°C(mΩ)

  330 240 170 1.4 35x50
  470 170 125 1.8 35x50
  680 160 116 2.1 35x50
  680 158 110 2.2 35x60
  820 125 100 2.3 40x60
  1,000 110 90 3.2 40x60
  1,500 90 80 5.1 40X97
500 550 68 1490 1070 0.42 25x30
  100 935 620 0.55 30x30
  150 620 410 0.75 30x40
  180 512 340 0.9 30x50
  220 455 295 0.95 35x40
  270 320 214 1.6 35x50
  330 296 203 1.65 35x50
  330 296 203 1.78 35x60
  330 296 203 1.8 40x50
  470 211 156 2 40x60
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ALUMINIUM ELECTROLYTIC CAPACITORS
K06 Series with Snap-in type

Standard Capacitor values and dimensions
Rated Voltage Surge Voltage

Capacitance 
Nominal(MFD)

Impedance at 10K

Hz, 20°C(mΩ)
Ripple at 85°C(Amps) Can Size D x L mm

Max ESR at 100 Hz,
20°C(mΩ)

16 18.4 4,700 55 40 1.5 22x30
  6,800 45 38 1.8 22x30
  10,000 40 35 2.4 25x30
  15,000 33 25 2.6 30x30
  22,000 27 22 3.5 30x40
  22,000 27 22 3.5 35x30
  22,000 27 22 3.5 35x40
  33,000 25 20 4.8 35x50
  47,000 22 20 5.8 35x50
25 28.75 4,700 53 45 1.8 22x30
  6,800 50 38 2.7 25X30
  10,000 40 35 3.3 25x40
  10,000 40 35 3.3 30x30
  15,000 39 28 4.1 30x40
  15,000 39 28 4.1 35x30
  22,000 30 22 5.0 35x40
  33,000 22 18 6.1 35x50
40 46 3,300 72 58 2.1 22x30
  4,700 50 38 2.8 25X30
  6,800 48 33 3.4 25x40
  6,800 48 33 3.4 30x30
  10,000 38 28 3.8 25x40
  10,000 39 28 4.3 30x40
  10,000 39 28 4.3 35x30
  15,000 32 22 4.0 30x40
  15,000 32 22 4.8 35x40
  22,000 28 20 5.4 35x50
50 57.5 2,200 72 58 1.9 22x30
  3,300 48 38 2.5 25X30
  4,700 50 35 2.8 25x30
  6,800 48 28 3.2 25x40
  6,800 48 28 3.2 30x30
  10,000 31 22 3.8 30x40
  10,000 31 28 3.8 35x30
  10,000 31 28 4.1 35x40
  15,000 26 18 4.9 35x50
  22,000 25 18 7.3 40x50
63 72.5 2,200 79 58 2.2 25x30
  3,300 50 38 2.6 25x40
  3,300 50 38 2.6 30x30
  4,700 41 29 2.8 25x40
  4,700 41 29 3.5 30x40
  4,700 41 29 3.5 35x30
  6,800 35 25 3.6 30x40
  6,800 35 25 4.0 35x40
  10,000 32 23 5.8 35x50
  15,000 30 20 6.8 40x50
100 115 1,000 150 100 1.3 22x30
  1,000 150 100 1.6 25x30
  1,000 150 100 1.6 30x25
  1,500 105 82 2.1 30x30
  2,200 71 60 2.4 30x30
  2,200 71 60 3.1 30x40
  2,200 71 60 2.4 35x30
  3,300 48 39 4.0 30x50
  3,300 48 39 4.0 35x40
  4,700 33 26 5.6 35x50
  6,800 33 25 5.8 35x50
200 230 220 440 340 0.9 22x30
  330 240 133 1.3 22x30
  470 169 98 1.5 25x30
  680 145 87 2.0 25x40
  680 145 87 2.0 30x30
  680 145 87 2.0 35x30
  1000 95 63 2.6 30x40
  1000 95 63 2.8 35x40
  1500 70 41 2.9 35x40
  1,500 70 41 3.7 35x50
  2,200 45 33 3.9 35x40
250 287 150 530 290 0.9 22x30
  220 370 240 1.3 25x30
  330 260 153 1.4 25x40
  330 260 153 1.4 30x30
  470 180 110 1.6 25x40
  470 180 110 1.6 30x30
  680 145 95 1.9 30x40
  680 145 95 2.2 35x40
  1000 98 65 2.6 35x40
  1,000 98 65 3.2 35x50
  1,500 75 43 4.0 35x50
  2,200 50 35 5.2 40x50
400 440 68 1405 1050 0.6 22x25
  68 1405 1050 0.6 22x30
  100 796 550 0.7 22x30
  100 796 550 0.7 25x25
  100 796 550 1.0 25x30
  150 530 380 1.0 25x30
  150 530 380 1.0 30x25
  220 360 250 1.2 25x40
  220 360 250 1.2 30x30
  330 240 170 1.7 30x40
  330 240 170 1.7 35x30
  470 170 125 2.2 35x40
  470 170 125 2.6 35x50
  560 165 122 2.6 35x50
  680 158 110 2.8 35x50
  680 158 110 3.2 40x50
  820 140 106 3.5 35x60
  1000 103 91 4.4 35x60
  1,500 65 50 5.8 40x97
450 495 68 1405 1050 0.60 22x25
  68 1405 1050 0.60 22x30
  100 800 560 0.70 25x30
  100 800 560 0.70 30x25
  150 550 400 1.10 30x25
  150 550 400 1.10 30x30
  220 380 265 1.30 30x40
  220 380 265 1.30 35x30
  330 255 175 1.70 30x50
  330 255 175 1.70 35x40
  470 175 125 2.40 35x50
  560 165 122 2.50 35x50
  680 158 110 2.60 35x50
  680 158 110 3.10 40x50
  820 110 95 4.00 40x60
  1000 110 95 4.90 40x77
  1500 110 95 5.56 40x97
500 525 68 1870 1380 0.60 25x30
  100 1050 790 0.70 30x30
  150 750 580 1.10 30x40
  220 579 440 1.40 30x50
  220 579 440 1.40 35x40
  330 386 290 2.10 35x50
  470 271 200 2.50 40x50
  560 230 190 3.00 40x60
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ALUMINIUM ELECTROLYTIC CAPACITORS
K06 Series with Snap-in type

Standard Capacitor values and dimensions
Rated Voltage Surge Voltage

Capacitance 
Nominal(MFD)

Impedance at 10K

Hz, 20°C(mΩ)
Ripple at 85°C(Amps) Can Size D x L mm

Max ESR at 100 Hz,
20°C(mΩ)

  680 205 155 3.50 40x77
  820 141 119 3.90 40x97
  1000 135 112 4.00 40x77
  1200 125 105 4.90 40x97
  1500 115 98 5.14 45x97
550 577 68 1898 1443 0.75 25x30
  100 1271 970 0.95 30x30
  150 879 670 1.20 30x40
  180 722 550 1.40 30x50
  180 722 550 1.41 35x40
  220 584 445 1.55 35x40
  270 491 377 1.70 35x50
  330 400 306 2.45 35x60
  330 409 316 2.45 40x50
  470 290 223 2.62 40x60
  560 234 180 3.10 40x77
  680 192 147 3.70 40x97
600 630 82 1427 1020 0.88 30x30
  100 1152 902 1.07 30x40
  150 820 630 1.32 30x50
  150 820 630 1.34 35x40
  220 574 415 1,87 35x50
  270 474 353 2.25 35x60
  270 474 353 2.25 40x50
  330 387 280 2.42 40x60
  470 277 193 2.95 40x77
  560 229 179 3.50 40x97
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